GROUND ROD (8" LONG)
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NOTES:
1.

2.

PENETRATE VAULT THROUGH
LOWEST KNOCKOUTS OR AS

DIRECT

VAULT LID SHALL BE FLUSH WITH
SIDEWALK OR BE SET TO FUTURE
SIDEWALK GRADE @ 1" PER

57_077
REPLACE  —— FOOT ABOVE TOP OF CURB.
SURFACING SEE NOTE 1 INSTALL NATIVE SOIL COVER _
IN' KIND R /FLUSH WITH SIDEWALK OR 2
ABOVE TOP OF CURB.
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~—COIL WRAP HOOK (BOTH SIDES)
40"
MIN L G
6TIMIN_J| | - A} r ‘ JL¥CONDUIT KNOCKOUTS, TYP
H/Aﬁfp LA AT )
: L 6" FROM
CRUSH ROCK 0
BEDDING PER " BOTTOM OF
SPECIFICATIONS / D4 VAULT
5/8°6 COPPERCLAD — 24"}=—3/4"0 CcRUSHED

GRAVEL SUMP

GA STRANDED WIRE ELEVATION VIEW

APPROVED EQUAL).

INSTALL COMMUNICATIONS BELLS ON CONDUIT ENDS & CONNECT TONEABLE
CONDUIT TO GROUNDING ROD.

WRAP VAULT WITH BUILDING PAPER PER SPECIFICATIONS BEFORE BACKFILLING.

HOLD DOWN PENTA HEAD
BOLTS (3 EACH LID).
H20-44 TRAFFIC RATED
COVER (AS REQ'D BY CITY)

LID HINGES SHALL BE
TORSION SUSPENDED &
SPRING LOADED.

LOCKING PINS

TWO 4" BRACING BARS,
ONE EACH SIDE.

LADDER PER
CALTRANS DETAIL
D75C

NON—SLIP
COATING (PER
SPECIFICATIONS).

SEE TRENCH/BORING
DETAIL FOR CONDUIT
PLACEMENT

ED BY CITY ENGINEER
ALL VAULTS SHALL HAVE A 670
3-D VIEW DRAIN HOLE. ALL DRAIN HOLES

SHALL BE OPEN FOR DRAINAGE.
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